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THINGS TO KNOW
Hazard Notations

Mistakes or 
misuse could 

cause damage 
to the product or 
result in a faulty 

installation.

Information on 
helpful tips 

and 
procedures.

Heavy object. 
Unassisted 

lifting may cause 
injury.

Tools needed

#2 Phillips Screwdriver
Pry Bar
Drill
Square 
Tape Measure
Fine Tooth Chop Saw
Safety Glasses
Utility Knife
Level
Hammer 
Mallet 
Plumb  Bob

Supplies needed

Construction Adhesive
Flashing
Shims
Staples
Low Expanding Foam
Door Pan

SAFETY & HANDLING

• Do not put stress on corners of frames. 
• Store door in a well-ventilated area in a 

vertical, leaning position to allow air circulation.
• Protect from exposure to direct sunlight during 

storage.
• Install only into vertical walls and when 

conditions and sheathing are dry.  
 

• Understand ALL manufacturer’s 
instructions before beginning to install  
your WinDor product.

• Do not work alone. Use safe lifting techniques.
• Always wear your P.P.E. (e.g. safety glasses, 

gloves, ear protection, etc.).
• Use caution when handling glass. 
• Operate hand/power tools safely and follow the 

manufacturer’s operation instructions. 

HOW TO CHECK PLUMB, LEVEL AND SQUARE

A & B - Cross tape measurements to verify the 
opening is square.

C - Threshold level, free of any crowns and sags. 

D - Plumb vertical jamb.

E - Plumb vertical exterior portion of the wall.

IMPORTANT: Consult a contractor or architect for recommendations on installation 
procedures that may vary from this manual depending on certain city, county or state codes.
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KD OR KNOCK DOWN FRAME BUILD

After you have unpacked the frame, start by 
identifying the sill (the sill can be identified by 
the weep holes), head and jambs. Be sure to 
assemble the frame one corner at a time. Saw 
horses are recommended to keep the frame 
profiles off the ground and safe from damage 
during assembly.

1. You will notice the butt ends of the jambs 
have joining gaskets. Using the provided 
alcohol wipes (Fig. 1), clean the area where 
the jamb gaskets will be adhering to on the 
head and sill. 

2. Remove the liner from the jamb gaskets 
(Fig. 2). Repeat the steps for the other jamb 
to sill/header joints.

3. Insert the packaged KD Frame build screws 
(Fig. 3) into the pre-drilled holes in the jamb 
(Fig. 4). Pan head screws will go in the 
recessed sections of the frame. The washer 
head screws will go in the holes with the flat 
surface.  One corner at a time, make sure 
each screw is aligned with the proper screw 
boss. Tighten each screw evenly until the 
jamb is tightened firmly against the sill and/
or header. Be careful not to over torque and 
strip out the vinyl, or pull through the jamb’s 
walls. There should be a slight dimple in the 
frame where the washer head screws are 
applied.

(Fig. 1)

(Fig. 4)

(Fig. 2)

(Fig. 3)

Washer head Pan head

Pay close attention to either end of the jambs parting bead,n exterior and interior. Make 
sure they are on the right side. There is a deep groove on one side and only a dye line on 

the other. They should match up with the sill determining interior and exterior.
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(Fig. 6)

(Fig. 5)

(Fig. 8)

(Fig. 7)

KD OR KNOCK DOWN FRAME BUILD

(Fig. 9)

4. Remove the paper backing of the Seal Tape 
to expose the sticky side of the tape (Fig. 5). 
Apply the provided Seal Tape to the jamb-sill 
joint on both sides (Fig. 6). 

5. Once the tape has been applied, remove the 
Mylar backing (Fig. 7). Firmly rub one corner 
in and use your fingernail to get the edge of 
the Mylar backing to peel off. Once the Mylar 
backing has been removed, make sure you 
work the tape into any voids in the frame to 
ensure a good seal. (Fig. 8)

6. Use the provided TremPro®659 caulking to 
seal the interior joint, sill to jamb. You will 
need to slide the tracks out of your way in 
order to do this step correctly.  (Fig. 9)

 
7. Last step, apply the nail fin corner. Using the 

TremPro®659 seam sealer, fill the outer most 
hole on top of the frame as well as apply a 
bead of seam sealer to the nail fin on the 
jamb and header (Fig. 10). Firmly apply the 
nail fin corner into place. Make sure the nail 
fin corner is on the outer portion of the frame 
mounted to the face of the frame (Fig. 11).

(Fig. 10) (Fig. 11)
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GENERAL INSTALLATION INSTRUCTIONS

1. INSPECT PRODUCT AND CARE 2. INSPECT THE ROUGH OPENING

• Carefully remove any shipping materials. 
(e.g. corner covers, shipping blocks, plastic 
wrap, etc.)

• Check for any cosmetic damages.
• Correct product. (size, color, handing, etc.)
• Use provided QC check list to make sure all 

parts are accounted for in the hardware box.

If any of the above conditions are a concern, 
contact your dealer or distributer for 
recommendations prior to installation.

• Verify the width and height of the opening for 
proper clearance.

• Verify the opening is square by measuring 
diagonally from one corner to the other on 
both sides. 

• Verify the opening is level and plumb.

These steps are important to acquire a trouble-
free installation. If these conditions are not met, 
you will need to adjust accordingly. 

FRAME INSTALLATION

1. Build your frame. (see installation 
instructions for KD or KNOCK DOWN 
frames)   **Corner doors will be two 3 
sided frames.

2. Clean and level the threshold thoroughly. 
Shims must be placed no more than 2 inches 
apart, as well as the entire depth of the 
frame’s threshold. 

With multiple tracks it’s very 
important to make sure the 
threshold is level the length of the 
opening and the distance from the 
interior to exterior. (Fig. A & B)

**FAILURE TO PROVIDE AN 
ADEQUATE PAN, WITH A WOOD 
THRESHOLD, WILL VOID ITS 
WARRANTY.**

It is necessary to have assistance when
carrying the unit as well as removing  
and installing the panels. 

Proper steps must be taken when 
flashing and applying sealant to ensure            
proper waterproofing of the unit.
 

      OR

(Fig. A)

(Fig. B)
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FRAME INSTALLATION CONT.

            When installing a three track MultiSlide 
your screw pattern should be every 16 
inches in the outer and inner track. In 
these tracks, make sure your screws are 

not on the die line but towards the center of the 
frame, if the screws are exposed and need to 
be pre drilled. (Fig. C). When installing a four 
track MultiSlide your screw pattern should be 
every 16 inches in the outer track and the two 
inner tracks. Make sure your screws are not on 
the die line but towards the center of the frame, 
if the screws are exposed and need to be pre 
drilled. (Fig. D)      

3. Flash the opening according to AAMA 
standards. 

4. Apply two to three 3/8” beads of polyurethane 
to the entire length of the threshold, above 
and below any shims and surrounding areas. 

5. Apply polyurethane to the perimeter of the 
opening before installing the frame. 

6. Remove all the tracks and caps from the 
frame. 

7. Mark where each corner key is located and 
remove the corner keys. These should go 
back in the same place they were originally 
installed, especially the corner keys that 
have set screws. 

3 track screw 
placement. Do 
not pre-drill 3/8 

holes on the 
die lines.

4 track screw 
placement. Do 
not pre-drill 3/8 
holes on the die 

lines.

(Fig. C) (Fig. D)
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FRAME INSTALLATION CONT.

8. 8. Use something to create a bridge over the Use something to create a bridge over the 
polyurethane so that the corner of the two sill polyurethane so that the corner of the two sill 
pieces are not be in the polyurethane while pieces are not be in the polyurethane while 
setting the corner.setting the corner. (Fig. E)

9. Carefully set one side of the frame into the 
opening with the nail fin meeting up in the 
corner of the framing.  (Fig. F)

• Set the bottom corner on the bridge. (Step 8)
• Support the head of the frame temporarily. 

Some sort of strap is recommended. (Fig. G )      
• Secure the jamb at the corners with the frame 

screws provided. (Fig. H) 
10. Carefully set the other side of the frame into 

the opening, resting the bottom on the bridge 
and the header supported. 

11. Apply Sm5555 caulking to the face of the 
mitered corners where the two halves will 
meet up, top and bottom. (Fig. I)

12. Apply small dabs of polyurethane in each hole 
where the corner keys will be installed. Install 
them half way into the same location they 
were removed from. **This will help the keys 
slide in easier and will help lock the corner 
together. (Fig. J)

13. Line the other half up with the corner keys 
and push together until the corner is fully 
compressed tightly together. 

(Fig. F)

(Fig. J)

(Fig. E )

(Fig. H)

(Fig. I)

(Fig. G)
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(Fig. M)

OR 

(Fig. K)

FRAME INSTALLATION CONT.

14. Install the set screws on the interior corner 
key, top and bottom. (Fig. K)

15. With the nail fin tucked in to the corner of 
the framing, secure the corner portion of the 
frame with the Frame Screws provided. (Fig.  
H, previous page)

• Install a minimal amount of screws in 
the head of the frame to get the header 
somewhat straight. The frame may need to 
be shifted when squaring and/or plumbing the 
frame.

16. Square the corner. 
• 3-4-5 rule is great way to find square. (Fig. L)
• On the header, measure from the corner out 

and make a mark at 3ft.
• On the other side of the header do the same 

but make a mark at 4ft.
• Measure diagonal from the 3ft mark to the 4ft 

mark. This measurement should be 5ft. If so, 
the corner is square. Make adjustments to the 
frame till this measurement is acquired. 

17. When the header corner is square, plumb the 
corner vertically, header to sill.

• Use a plumb bob 
OR
• Use a level (Fig. M)
18. Square the sill with the same 3-4-5 rule.    

(Fig. L)
19. Finish off the rest of the screws 3-6 inches 

from the corners and 16 inches along the 
head and jambs.

(Fig. L)
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PANEL INSTALLATION

1. Use a hammer and a wood block to make 
sure the roller tracks are fully snapped in to 
place. Work down the entire length of each 
track.

2. Install the primary panels in the track on the 
interior edge of the frame. (Fig. N) 

3. Install the intermediate panels in the middle 
tracks.  (Fig. O) (depending on how many 
tracks the door is will determine if there is one 
or two intermediate tracks) 

4. Position the setting blocks where the O panel 
will be installed on. One will be close to the 
jambs corner, the other will be approximately 
where the other end of the O panel ends. 

5. Install the O panels into the exterior track, 
making sure each corner is fully supported by 
the setting blocks. (Fig. P)

(Fig. P)

(Fig. O)

(Fig. N)

**Do NOT secure the O panel in place 
yet. This step will be done towards 
the end of the install after the Lock 
and keeper are adjusted.**

When installing the panels, Make 
sure that the glazing bead is facing 
the interior and the wheel adjustment 
holes are facing the interior.
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5. Raise the wheel adjustments on each panel.
• On a 3750 door, raise the wheel 

adjustments so that it measures 2 5/8” 
from the top of the parting bead to the 
bottom of the glazing bead. (Fig. Q)

When installing any handle hardware 
or adjusting the wheels its imperative 
that a HAND SCREWDRIVER is used. 
Never use a drill on any hardware.

(Fig. Q)

PANEL INSTALLATION
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PANEL REVEALS

Before doing any adjustments on the reveals, 
get an idea of what all the reveals look like. 
Keep in mind, due to multiple tracks and panels, 
shimming the threshold to adjust one reveal will 
affect other panels as well. 
1. Check each panels reveal against the 

stacking side jamb.
2. Slide all the panels collectively together and 

check for any panels shifting opposite of other 
panels.

3. Slide the panel with the astragal all the way till 
it meets at the corner. (Fig. R)

• Check the top and bottom reveal where the 
panel touches the frame at the corner. 

• Check where each panel overlaps and note 
whether or not the reveals are consistent 
down the panel. (example: the O panels 
right side interlocks with left side of that 

intermediate panel. Check the O panels 
glazing bead to the back of the intermediate 
panel. It should be consistant and flush down 
the length.)

4. Slide the other side all the way till it meets at 
the corner. (Fig. R) Check the noted areas in 
step three for this section also.

5. Shut the door so that both sides meet at the 
corner and check the reveal of the two panels 
at the corner. (Fig. S)

6. With all the reveal issues noted, adjust the 
frame as necessary.

Shim the frame as needed. After 
necessary adjustments are made, 
make sure there are no humps, sags 
or bows in the frame.

(Fig. R)

(Fig. S)
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1. Install the keeper. Lock the keeper onto the 
door panel. Slide the main primary panels 
near each other and mark where the keeper is 
positioned on the opposite panel. (Fig. T)

2. Unhook the keeper from the panel and place it 
in the astragal. Line it up with the pencil mark 
transferred to the panel. Use the die line in the 
center of the pocket for the center reference; 
mark the center of the top and bottom holes on 
the frame.

3. With the astragal keeper screws provided (Fig. 
U), secure the top and bottom holes of the 
keeper. 

4. Check the panel reveal to the astragal and 
make sure it is still straight.

5. Slide the X panel into the astragal, and test the 
lock. 

6. With the keeper installed and adjusted, finish 
off the last screw. Place this screw at the top 
of the center oval hole.  Doing this will help 
eliminate service issues in the future of the 
keeper dropping.  

7. Be sure to shim behind the keeper between 
the framing and the door’s frame. (Fig. V)

8. Place shims between the rough framing and 
the door frame. Make sure the shims are firmly 
in place to eliminate any movement (shim 
every 16 inches on the jambs and every 24 
inches on the header). 

(Fig. T)

If the keeper is not positioned properly 
there may be issues with the locking 
lever dropping and/or the lock not 
engaging properly.

KEEPER INSTALLATION

(Fig. U)

(Fig. V)
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NON-FLUSH MOUNT HARDWARE & PANEL STOPS

Panel Stop Install
If you ordered a 3750 door without the flush 
mount hardware, the door will come with a Panel 
Stop and screws. This is needed on the 2nd 
panel. The purpose of the Panel Stop is to stop 
the active panel before the handle hardware hits 
the 2nd panel when the door is completely open. 
The panel stop should be mounted 1 ½“ from the 
back of the 2nd panel, and just above the glazing 
bead. If the panel is not drilled out you will need 
to align the panel stop in the proper position and 
mark where to drill. Completely open the door 
and make sure the panel stops at the stop before 
the handle hardware makes contact with the 2nd 
panel. Once you are sure of the placement, secure 
with the screws provided. 9/64 bit is needed to 
pre-drill if not done already.

PANEL STOP

PANEL STOP PLACEMENT

1 1/2”

See pages 17 for Signature Series Hardware

When installing signature series hardware
IT’S SUGGESTED TO USE SOME SORT OF THREAD LOCKER ON THE HARDWARE PLATE 

SCREWS*    
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LOCK MECHANISM ADJUSTMENTS

On the panel lock mechanism there is an 
adjustment to move the hooks in or out. There 
should be some play in the lock. If there is not 
then there is a possibility there will be locking 
issues in the future due to thermal expansion. 

Adjusting the play in the Lock
On the face of the lock there will be a Flat head 

adjustment screw. NEVER USE A DRILL. 
ALWAYS USE A  3/16” HAND SCREWDRIVER 

AND DO NOT OVER TORQUE.

Single screw adjustment—Clockwise will 
move both hooks tighter to the panel and 
counterclockwise will move them further from the 
panel.

3750 LOCK

ANTI SLAM BUTTON

THE PURPOSE OF THE ANTI SLAM BUTTON IS TO PROTECT THE LOCK FROM 
MISUSE AND/OR DAMAGE TO THE PRODUCT. NEVER ENGAGE THE HOOK 

LOCKS WHEN THE PANEL IS OPEN. IF THE DOOR IS SHUT WHEN THE HOOK 
LOCKS ARE ENGAGED THEY WILL HIT THE KEEPER IN THE JAMB AND DAMAGE 

THE LOCK MECHANISM. THIS WILL VOID THE LOCKS WARRANTY. 



Page  16

MULTISLIDE CORNER DOOR
INSTALLATION INSTRUCTIONS

CAP INSTALLATION

1. Install the strike side jamb caps. **Add dabs 
of polyurethane on both sides of the 
pocket, top and bottom as well as every 
16 inches between. This will help eliminate 
any movement of the caps.**

2. Shut the door completely; the hardware 
should be about 1/16” away from the parting 
bead of the frame. Without moving the 
primary panel, make sure all the intermediate 
panels are pushed back and the interlocks 
are fully engaged. 

3. Mark on the sill and header of the frame 
where each panel ends.

INSTALLATION OF TOP AND BOTTOM CAPS
Trimming the caps is one of the most important steps of installing these doors. 

Failure to allow for proper clearance will result in faulty operation and damage to the 
product. If the caps for the other X panels don’t have the proper clearance, it could result in 

the door not locking properly. 

4. Measure from the jamb’s parting bead to 
the line and deduct 1/8”. Keep in mind 
the thickness of the bumper in your 
measurements and cut the caps as needed.

5. Install the top caps. **Add dabs of 
polyurethane on both sides of the pocket, 
the length of the cap, every 16inches. This 
will help eliminate any movement of the 
caps.**

6. Install the threshold caps with the bumpers.  
**There should be an 1/8” gap on any sill 
and header cap.**
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SIGNATURE SERIES W/ KEY LOCK
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1 3/8” Nail Fin
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1 3/8” Nail Fin
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1” Nail Fin
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1” Nail Fin


